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In the box

1   Velcro, 2   Window seal (narrow side), 3   Window seal (broad side).

ATTACHMENT.
No issues.

Your own tools

1   Pair of scissors, 2   Soap/detergent.

10 minutes 1 person 1 iced tea



1. VELCRO ON WINDOW FRAME    3. SEAL ON WINDOW FRAME

Slightly open the window and attach the 
window seal’s broad side 3  to the velcro 
on the window.

Make sure to leave enough room in the 
corners so the window seal won’t get  
stuck in the window.

Next, attach the velcro          around the entire 
window.

Note: don’t stick the velcro onto the glass.

Open the window seal’s zipper by about  
50 centimeters.

Stick the air conditioner’s exhaust hose 
through the hole in the window seal.

Close the zipper until the exhaust hose is 
secured.

The window seal is now ready for use. You 
can turn on the air conditioner.

Attach the window seal’s narrow side 2   
to the velcro on the window frame. 

Work outwards from the middle and fully 
attach the narrow side all around.

Clean the window and window frame with 
soap or detergent to clear it of any dust and 
grease.

Cut the velcro  1  to size with scissors and 
attach it to the window frame around  
the window. 

Is the air conditioner 
off? 
Don’t turn on the air 
conditioner until after you’ve 
attached the window seal. 
This will prevent the air 
conditioner’s warm exhaust 
air from circulating around 
the house.
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4.  SEAL ON WINDOW 5. OPEN WINDOW SEAL 6. ATTACH EXHAUST HOSE

Follow all instructions as described here and 

only use the included tools. Always let experts 

handle repairs, or the warranty will be voided 

and we won’t be liable. That would be a waste 

of your purchase. Coolblue isn’t liable for any 

injury, damage, or pigeons and bugs flying into 

your home as a result of incorrect installation.

CHECKLIST.
You’re 50% there.
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Need help?
Call 010 798 89 99 or visit 
Coolblue.nl/en/customer-
service

2. VELCRO ON WINDOW


